2) OMNIDUCT

SPOOL SHEET

SPOOL OF
BUILDING BETTER.

CUSTOMER CODE WRAPPED ENDS INSULATION R-VALUE & THICKNESS DUCT

|:| SMACNA |:| YES |:| ID |:| 1/2” (R2.2) |:| 1.5” (R6.3) |:| PER SMACNA |:| SNAPLOCK
JOB NAME

|:| OTHER |:| NO |:| oD |:| 1" (R4.2) |:| 2" (R8) |:| SPOTWELD |:| PITTSBURGH
CONTACT

MATERIAL TYPE PRESSURE CLASS STIFFENING END CONNECTORS
PHONE D GALVANIZED D SS304 D 1/2” D S8 D 10” D BEAD D TDC D DUCT MATE
DATE |:| BLACK IRON |:| SS316 |:| 1 |:| 4’ |:| POSITIVE
|:| X-BREAK |:| S&D |:| OTHER

DUE DATE |:| PAINT LOCK |:| ALUMINUM |:| 2 |:| 6 |:| NEGATIVE
PO # SEALANT EXPOSED LABELS ROOFTOP EXT. ANGLE IRON
SHIP TO |:| NO |:| INTERNAL |:| YES |:| YES |:| NO |:| YES |:| NO |:| YES |:| NO
BUYER |:| POCKET |:| EXTERNAL |:| NO |:| INSIDE
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